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Photometric test:                                                                                               

 

 Vasa 12800 UP optical structure 

 

performed in accordance with standards: 

 

EN-13032:2007 - Light and lighting - Measurement and presentation of photometric data of lamps 

and luminaires. 

IESNA LM-79 - Approved Method for Electrical and Photometric Measurement of SSL Products  
PN 90/E-01005:1990 - International Electrotechnical Vocabulary - Chapter 845: Lighting 
 
Measurements  were performed in the BND LIGHT photometric laboratory using photogoniometer  
C-γ and SONOPAN L-100 light meter  (calibration certificate No. 110/OUM1-6/12/05 (Annex 1)). 

 
 
 

Measurements done: 
MSc. Bartosz Niewiarowski 

Date: 16.09.2014r. 
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RESULTS 

COMPANY NORLYS 

NAME OUTDOOR LUMINAIRE 

TYPE Vasa 12800 UP optical structure 

LIGHT SOURCE LED Modules VS LUT33 
8,7W ; 780lm ; 830 

TEST VOLTAGE 230V  50Hz 

Active power P [W] 8,8 

PF 0,99 

CLASS I 

IP Protection IP 65 

 

 

Colorimetric parameters 

Chromaticity coordinates 
x – 0,4288 
y – 0,3981 

Tc/CCT [K]  3100 ± 50 
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Annex 1. 

 
 

 


